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GENERAL INFORMATIONAL PURPOSES

DRAWINGS BASED UPON PRE-CONSTRUCTION
DATA, NOT ASBUILT, INTENDED SOLELY FOR

REQ'D REMOVE & REPLACE
6' CHAINLINK FENCE

SEE DETAILS SHEET NO. 4

REQ'D 4'-6"
_ < GATE
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60" 5'gn a o EACH SIDE)
%
* + %
NP FSIRS| | IR CEPHRNEN RIS RS 0N | OIS KRR | 1.2
[NOTES:.

-+~ ALL DEBRIS AND FOREIGN MATERIAL IS TO BE REMOVED FROM STRUCTURE
THROUGHOUT THE LIMITS OF THE FENCE. WASTE IS TO BE DISPOSED IN
ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATORY REQUIREMENTS.

TYPICAL CONCRETE REPAIR POINT
SEE DETAILS SHEET NO. &4

2. CONTRACTOR TO REPAIR ALL CONCRETE DAMAGE AT FENCE POST SUPPORTS, SS |-
ANCHOR BOLTS AND BRACING. CONCRETE TO BE REPAIRED UTILIZING SIMPSON |
STRONG-TIE ANCHORING ADHESIVE SYSTEM (OR APPROVED EQUAL).

LEGEND:

(A)  CORNER PLATE A *
3. CONCRETE REPAIR TO BE PAID FOR AS PART OF ITEM 940 (FENCE REPAIR).
SIDE VIEW (B) CORNER PLATEB *
4. CONTRACTOR TO VERIFY FENCE DIMENSIONS PRIOR TO ORDERING. DRAWINGS
BASED ON DESIGN DRAWINGS, NO FIELD VERIFICATION PERFORMED. LOOKING EAST (E) EnpPLATE®
SCALE: /8" =1 .
5. CONTRACTOR TO SECURE FABRIC AND TENSION WIRES WITH NEW TIE CLIPS. @ SIDE PLATE
POST SPACINGS TO
6. CONTRACTOR TO PLACE POLE CAPS ON ALL FENCE POSTS WITHOUT CAP. [ FOST SPACINGS
7. CONTRACTOR TO SALVAGE ALL SALVAGEABLE POLES FOR REUSE. A NODIRECT pAY
8. ALL REMOVED CHAINLINK FENCE MATERIAL TO BE DISPOSED OF BY CONTRACTOR SEE NOTE 2
" AT NO DIRECT PAY. HOG ISLAND GULLY CANAL ||+ REFER TO SHEET NO. 4
\ FOR PLATE DETAILS
9. CONTRACTOR TO DETERMINE ACTUAL NUMBER OF CONCRETE REPAIR POINTS
REQ'D TO FIX FENCE TO STRUCTURE AND PROTECT EXPOSED STEEL o oo [/, TYPICAL CONCRETE & PLATE
REINFORCEMENT. - - g DAMAGE
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DRAWINGS BASED UPON PRE-CONSTRUCTION
DATA NOT ASBUILT DATA, INTENDED SOLELY
FOR GENERAL INFORMATIONAL PURPOSES

FENCE AND POLES ON SOUTH SIDE OF
STRUCTURE TO BE SALVAGED AND
RESTRETCHED AND FASTENED TO POSTS.

REQ'D REMOVE & REPLACE
6' CHAINLINK FENCE

SEE DETAILS SHEET NO. 4

REQ'D 4'-6" GATE
(TYPICAL EACH SIDE)

Ry | SUCERIRSIRR | EAR R R

. ALL DEBRIS AND FOREIGN MATERIAL IS TO BE REMOVED FROM STRUCTURE THROUGHOUT
THE LIMITS OF THE FENCE. WASTE IS TO BE DISPOSED IN ACCORDANCE WITH LOCAL,
STATE AND FEDERAL REGULATORY REQUIREMENTS.

REQ'D REPAIR CONCRETE
SEE DETAILS SHEET NO. 4

LEGEND:

. CONTRACTOR TO REPAIR ALL CONCRETE DAMAGE AT FENCE POST SUPPORTS, SS ANCHOR

® comer rLare -
o CORNER FLATE B * SIDE VIEW 3. CONCRETE REPAIR TO BE PAID FOR AS PART OF ITEM 940 (FENCE REPAIR).
@ END PLATE * L. CONTRACTOR TO VERIFY FENCE DIMENSIONS PRIOR TO ORDERING. DRAWINGS BASED ON
@ SIDE PLATE * r%uow_._Am_me_m»_m._. DESIGN DRAWINGS, NO FIELD VERIFICATION PERFORMED.
: = 5. CONTRACTOR TO SECURE ALL EXISTING FABRIC AND TENSION WIRES WITH NEW TIE CLIPS.
[ ﬂwwﬂuxmﬂwo_mﬂ_om%o 6. CONTRACTOR TO PLACE POLE CAPS ON ALL FENCE POSTS WITHOUT CAP.
A m_m_m_u__,_ wmanmq%i 7. CONTRACTOR TO SALVAGE ALL SALVAGEABLE POLES AND OTHER MATERIAL FOR REUSE.
. REFER TO SHEET NO. 4 e 4 8. w_m«. REMOVED CHAINLINK FENCE MATERIAL TO BE SCRAPED BY CONTRACTOR AT NO DIRECT
FOR PLATE DETALLS CONCRETE DAMAGE }S\mm._- COVE CANAL 9. CONTRACTOR TO DETERMINE ACTUAL NUMBER OF CONCRETE REPAIR POINTS REQ'D TO FIX
e .- FENCE TO STRUCTURE AND PROTECT EXPOSED STEEL REINFORCEMENT.
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NOTES:

I. ALL CONCRETE REPAIR INCIDENTAL TO CHAINLINK FENCE
3" @ x 7' GALV. REPAIR/NO DIRECT PAY. COSTS TO BE INCLUDED IN ITEM
FENCE POST 940 (FENCE REPAIR).

2. CONTRACTOR TO DETERMINE BOLT LENGTH (5" EMBEDMENT
INTO CONCRETE) BASED ON EXISTING CONDITIONS. SS
BOLTS ARE TO BE PLACED A MINIMUM OF 5" INTO THE
CONCRETE STRUCTURE.

3. CONTRACTOR TO USE EXISTING BOLTS AND PLATES WHERE
POSSIBLE BASED ON EXISTING CONDITIONS.

EPOXY _\m GALVANIZED PLATE

USE %" @ DRILL BIT FOR
ANCHORING )%" @ BOLTS
USE 3" @ DRILL BIT FOR

5/ 4. FINISHED REPAIRED CONCRETE/EPOXY/GROUT SURFACE
ANCHORING %" @ BOLTS MUST MATCH EXISTING CONCRETE INCLUDING COLOR AND

FINISH.

SEE DETAIL A

6" THIS SHEET FOR
CONCRETE REPAIR

5" SS (TYPE 316)

04 - Details ASBUILT.dwg
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BOLTS ADHESIVE. 4 5. CONTRACTOR TO RELOCATE POST AND BRACKET ASSEMBLY
< N ON LINE POSTS AT DAMAGED CONCRETE POINTS TO SECURE
SN0 NQGNOn0N FASTENERS IN THE NEAREST NON DAMAGED CONCRETE
; LOCATION.
SEE DETAIL B <L
SHEET NO. 5 6. ALL DAMAGED CONCRETE AT CORNER POSTS ARE TO BE
REPAIRED AND POST BRACES REFIXED TO STRUCTURE. SEE
CONCRETE AND ANCHORING DETAILS.
CHAMFER (TYP.) FENCE PLATE ANCHORING
. 7. PLATE DETAILS SHOWN ARE FOR NEW ASSEMBLIES AND NOT
EXISTING. ALL EXISTING FASTENER AND PLATE
ASSEMBLIES NOT REQUIRING REPLACEMENT SHALL UTILIZE
TYPICAL CONCRETE REPAIR AND SECURE EXISTING ASSEMBLIES AS REQ'D.
NOT TO SCALE
NOTES:
INSTALLATION AND ADHESIVE ANCHORING PROCEDURES SHALL
. CONTRACTOR IS TO PREPARE SURFACE, FORM WORK, MIX, BE PERFORMED IN CONFORMANCE WITH MANUFACTURERS
PLACE FINISH AND CURE GROUT EPOXY AT DAMAGED RECOMMENDATIONS. WHICH INCLUDES:
CONCRETE LOCATIONS IN STRICT CONFORMANCE WITH THE p 4 :
MANUFACTURERS (ESCOWELD, OR APPROVED EQUAL) 4" GALVANIZED o U _
CHAMFER TO MATCH RECOMMENDATIONS. NUMBER OF REQ'D REPAIR POINTS TO BE ¢ w_,w__w_._%_omm%mommzzoa_._wzﬂwmn\mzmmmwm_vh TO REQ'D DEPTH
EXISTING (TYP.) DETERMINED BY CONTRACTOR AT PRE CONSTRUCTION :
_ozoqammmvwwﬂwmmmmnzooﬂnmmmmmmeE_m COSTS ARE TO BE INCLUDED o SURFACES AND HOLES TO RECEIVE EPOXY MUST BE
ORIGINAL . CLEANED IN STRICT CONFORMANCE WITH
. CONCRETE 2. ALL FORM WORK MATERIAL IS TO BE FREE AND CLEAR OF uﬁﬂﬁﬂwﬂmmmmmzmo“nmm%rr>q_oz INSTRUCTIONS AND AS
- SURFACE FOREIGN DEBRIS, OILS AND OTHER CONTAMINANTS. FORM
WORKEZ IS TO BE COATED WITH HEAVY PASTE WAX AS .
. USE OIL FREE COMPRESSED AIR AND CLEAN NYLON BRUSH
2 REQUIRED TO PREVENT BONDING. Solt TO REMOVE DUST AND OTHER PARTICLES FROM SURFACE
ST e e e RN Epoxy 3. CONTRACTOR TO ASSURE ALL EXISTING CONCRETE SURFACES TO RECEIVE EPOXY
» EXISTING CONCRETE. .. GROUT TO BE USED FOR BONDING WITH EPOXY GROUT MATERIAL IS EPOXY GROUT
S SRR IS DRI CHIPPED APPROXIMATELY I" IN DEPTH (IF REQ'D) TO REMOVE JAN ADHESIVE T Ry T R o G AL HESVE P b THE ST
P i ALL CONCRETE NOT ABLE TO PROVIDE ADEQUATE BONDING. RETAINING CAP ®
~_ L. GROUT MIX IS TO BE PLACED IN SEALED FORM WORK IN SUCH e THREADED SS BOLTS ARE TO BE PLACED AND SECURED
; INTO EPOXY MATERIAL IN A MANNER THAT THE BOLTS
. FORM WORK A MANNER TO PREVENT AIR POCKET FORMATION WITHIN THE ARE NOT DISTURBED UNTIL MATERIAL 15 RULLS CORED
GROUTED SECTION. STRONG-TIE EPOXY-TIE ET ADHESIVE ANCHOR
(9 SYSTEM AS MANUFACTURED BY SIMPSON STRONG-TIE (CURE TIME AS PER MANUFACTURERS
5. FORM WORK IS TO BE LIQUID TIGHT TO PREVENT LOSS OF (OR APPROVED EQUAL). SEE NOTES RECOMMENDATIONS)
ESCOWELD 7505E EPOXY GROUT EPOXY GROUT MATERIALS. CONTRACTOR TO SEAL OFF _
(OR APPROVED EQUAL) JOINTS, OPEN SPACES, AND CRACKS WITH PUTTY OR DUCT  TIGHTEN CONNECTIONS TO REQ'D TORQUE AFTER
SEAL AS APPROVED BY ENGINEER. DO NOT USE MECHANICAL ESCOWELD 7505E EPOXY GROUT ADHESIVE HAS FULLY CURED
OR APPROVED EQUAL
mwmmﬂmmmm mw_ww_oxzo% Im%wm_,w ﬁmmﬁmo_wmwﬂwwﬂmmu __.zm._ ¢ ) e DRILL HOLES ARE TO BE COATED WITH TNEMEC SERIES 10,
DETAIL A CONCRETE. USE O.T CLAMPS IS PERMISSIBLE. PRIMER GREY (OR APPROVED EQUAL) PRIOR TO INSERTING
CONCRETE REPAIR FASTENERS
6. EPOXY GROUT IS TO BE MIXED UTILIZING A POWERED MIXER. DETAIL B . _ |
NOT TO SCALE CAUTION SHALL BE PRACTICED TO PREVENT OVER MIXING. ANCHOR BOLT PLACEMENT  DRILL HOLES ARE TO BE %[" @ FOR 5" SS BOLTS AND ¢" @
FOR 4" SS BOLTS (CORNER PLATE B ONLY)
7. POURING OF EPOXY GROUT SHALL BE FROM MIDDLE OUTWARD NOT TO SCALE
(WHEN APPLICABLE) TO PREVENT AIR POCKETS AND VOIDS.
> STATE OF LOUISIANA SABINE REFUGE WATER CONTROL STRUCTURES
3 OFFICE OF COASTAL PROTECTION FENCE REPAIR AND REPLACEMENT DETAILS
= WHICH COMES IN CONTACT ACADIAN mazm:_m.mmxm AND RESTORATION STATE PROJECT NUMBER: CS-23
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